ULTRA HIGH PRESSURE AIR PUMPS

BETEX UHAP Series, ultra high pressure aluminium air pumps, 2800 bar

General purpose air driven ultra
high pressure hydraulic pump.
Suitable for pumping water and oil
up to 2800 bar.

Portable, compact

Single acting

Max. working pressure: 7 bar

Max. output pressure: 2800 bar
With easy to connect bayonet cou-
pler and flexible hose (3 mtr)

¢ Automatic overload-relief valve

¢ Including air filter and gauge

e Optional: trolley

Model: UHAP 2800
Capacity: 2800 bar
Oil capacity: 5 liter
Max. cap.: 0.43 liter p/min,

at 7 bar air pressure
Model: UHAP 2800 ULTRA
Capacity : 2800 bar
Oil capacity: 5 liter
Max. cap.: 0.75 liter p/min,

at 7 bar air pressure

Both pumps are inclusive:
e gauge ( 0-3000 bar scale)
¢ flexible HD hose (3 mtr, incl extra coupler set)
e coupler 1/4”

UHAP series
Type Art. no. Capacity Oil capacity Max. capacity tha(ight
g
UHAP 2800 7292803 2800 bar 5 liter 0.43 Liter p/min, at 7 bar air pressure 29
UHAP 2800 ULTRA 7292802 2800 bar 5 liter 0.75 Liter p/min, at 7 bar air pressure 32




ACCESSOR'ES Max. working pressure, 700 bar

With this simple yet complete line of accessories,
consisting of hydraulic hoses, couplings, manifolds,
pressure gauges, Betex has the right accessory for a
secure and optimally functioning system.

COUPLER SETS

e BETEX supplies a variety of screw-set quick couplers
in four different sizes. These can also be used with
existing hydraulic systems.

e All couplers are rated to 700 bar, and
have an anti-leak mechanism that works in either low-
and/or high-pressure conditions.

Type hoses Endone | Endtwo | Length

(mm) (mm)
Rubber
HS 332 38" NPT | 3" NPT 600 6.4
HS 333 S8 NPT | 3 NPT 900 6.4
HS 335 3" NPT | 3 NPT 1500 6.4
HS 336 3 NPT | 3 NPT | 1800 6.4
HS 338 3% NPT | 3% NPT | 2400 6.4
HS 3310 38" NPT | 3 NPT | 3000 6.4
HS 3312 3 NPT | % NPT | 3600 6.4
HS 3315 3% NPT | % NPT | 4500 6.4
HS 3320 % NPT | % NPT | 6000 6.4
HS 3330 3" NPT | %" NPT | 9000 6.4
HS 3350 3" NPT | 3% NPT | 15000 | 6.4
Rubber High-flow
HFHS 332-BG 3" NPT | %" NPT 600 9.4 High-flow
HFHS 333-BG 3" NPT | %" NPT 900 9.4 High-flow
HFHS 335-BG 3 NPT | 3% NPT | 1500 9.4 High-flow
HFHS 336-BG 3% NPT | 3 NPT | 1800 9.4 High-flow
HFHS 338-BG 38 NPT | %" NPT | 2400 9.4 High-flow
HFHS 3310-BG | % NPT | % NPT | 3000 9.4 High-flow
HFHS 3312-BG | 3% NPT | % NPT | 3600 9.4 High-flow
HFHS 3315-BG | 3 NPT | % NPT | 4500 9.4 High-flow
HFHS 3320-BG | 3" NPT | 3 NPT | 6000 9.4 High-flow
Polyurethane
PHS 332 3% NPT | 3 NPT 600 6.4
PHS 333 38 NPT | %" NPT 1000 6.4
PHS 335 3 NPT | 3% NPT 1500 6.4
PHS 336 38" NPT | 3 NPT 1800 6.4
PHS 338 3% NPT | 3g NPT | 2400 6.4
PHS 3310 % NPT | 3g NPT | 3000 6.4
PHS 3312 % NPT | ag, NPT | 3600 6.4
PHS 3315 3% NPT | % NPT | 4500 6.4
PHS 3320 3% NPT | %" NPT | 6000 6.4
PHS 3330 3% NPT | % NPT | 9000 6.4
PHS 3350 % NPT | % NPT | 15000 | 6.4
Polyurethane High-flow
HPHS 332 %" NPT | % NPT 600 9.7 High-flow
HPHS 333 % NPT | % NPT 1000 9.7 High-flow
HPHS 335 % NPT | % NPT | 1500 9.7 High-flow
HPHS 336 % NPT | %" NPT | 1800 | 9.7 High-flow
HPHS 338 % NPT | % NPT | 2400 | 9.7 High-flow
HPHS 3310 % NPT | 3% NPT | 3000 9.7 High-flow
HPHS 3312 % NPT | % NPT | 3600 9.7 High-flow
HPHS 3315 ¥ NPT | % NPT | 4500 9.7 High-flow
HPHS 3320 3% NPT | % NPT | 6000 | 9.7 High-flow
HPHS 3330 % NPT | % NPT | 9000 9.7 High-flow

CP 330B CP 331B CP 332B
Couplers End one
CP 330B %" NPT | Standard coupler set
CP 331B % NPT | Standard coupler female
CP 332B 38" NPT | Standard coupler male
CP 430 3% NPT | No-spill coupler set
CP 431 38> NPT | No-spill coupler female
CP 432 38" NPT | No-spill coupler male
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CP 430 CP 431 CP 432
HOSES
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Heavy-duty hoses rated at 700 bar meet worldwide
safety standards

¢ Hoses are black rubber coated with two layers of
steel braided reinforcement

¢ Flexible hoses with spring guards at both ends.

¢ Available to special lengths upon request.

HFHS 332 HS 332

MANOMETER

Dimensions
mm

Type Description

Liquid-filled, dampens needle

M0031B vibration. Calibrated to read in bar,
psi. External diameter gauge - 212”;
Accuracy meets
DIN standard, +1.6% of
full scale.
All functions similar to M0031B
MO0040

except the dial 100 mm




ACCESSOR'ES Max. working pressure, 700 bar
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Accessories
Type | Description Dimensions Type | Description Dimensions
mm mm
) T-adapter for e
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